
UPDATED: 7 April 2004 
OBA’S CHECK SHEET  

FOR USS_________________ 
DATE:_____________ 

 
 
REF:  (A) 6641/006 

(B) NSTM 077 
(C) NSTM 079 V2 
 

ENCL: (1) OBA CHECK SHEET FORM 
 
INSPECT AND TEST OBA  
A. OBA  IAW 
1. Are the OBAs properly stowed?  
2. Are face pieces stowed with flash gear or optional cover? Q-8R 
3. Is the head harness complete and free of tears? Q-8R 
4. Have all S-Tron brand facepiece combination valve assemblies been inspected for damage? Q-8R 
5. Is the lens free of scratches/cracks and properly installed? Q-8R 
6. Is the speaking diaphragm free of tears and cracks? Q-8R 
7. Is the nose cup with check valves in place? Q-8R 
8. Is the timer operable and in good repair (10 seconds)? Q-8R 
9. Are breathing tubes free of cracks, holes and dry rot? Q-8R 
10. Are breathing tube couplings free of corrosion and do they operate properly? Q-8R 
11. Are the 3/4-inch exhalation and 7/8-inch inhalation nipple connections complete with gasket in place and properly secured 
by an allen type socket screw? 

Q-8R 

12. Are breathing tubes properly fastened with steel clamps to the couplings and the mask and a layer of ½" electrical tape 
under each clamp? 

Q-8R 

13. Are breathing bag free of cracks, holes, dry rot and excessive wear? Q-8R 
14. Is the pressure relief valve free of corrosion and damage and did it operate freely? Q-8R 
15. Is the canister release tab in place and did it release/retract freely? Q-8R 
16. Is the breathing bag properly fastened to the OBA with steel clamps? Q-8R 
17. Are preventive measures taken to prevent the waist strap bracket from damaging the breathing bags? Q-8R 
18. Is the breastplate in good condition, insulation free of tears and will it easily receive an OBA training canister? Q-8R 
19. Is the plunger assembly-sealing surface free of defects and corrosion? Q-8R 
20. Is the bail assembly free and operate with a smooth action? Q-8R 
21. Is two-hand operation required to unlock the bail and the bail adjusted IAW PMS? Q-8R 
22. Is the body harness complete and buckle operation smooth? Q-8R 
23. Are the central casting springs and plunger free? Q-8R 
24. Are the guide rods straight and free from corrosion? Q-8R 
25. Are the rubber bumper pieces intact? Q-8R 
26. Is the Audio Projection unit operational? Q-2 
  
B. OBA CANISTERS:   A-13R 
1. Are twelve canisters per OBA available? AEL 
2. Are the canisters properly stowed? Q-8R 
3. Are the canister caps in place? Q-8R 
4. Is the correct photo luminescent paint marking on the locker? NSTM 079 

V2 
5. Are plastic bands removed from bulk stowage boxes of canisters?  
6. Have all canisters subject to recall been removed IAW MSG R 301625Z Jun 99 and ?  
  
 
REMARKS: 
 
 
 
 
 
 
 
 
 
 
 
 
ASSESSOR(S):____________________     DATE: _________________ 
 


